Table 2. U.S. Inputs and Production by PAD District
(Thousand Barrels per Day, Except Where Noted)

Current Week Last Week Year Ago 2 Years Ago Four-Week Averages
Product Raglon 1120112 11312 |Difference | 121111 | Pereent | o149 | Pereent | oo | 2111 | Pereent
Change Change Change
Refiner Inputs and Utilization
Crude Oil Inputs .. 14,306 14,585 -279 14,127 1.3 13,624 5.0 14,646 14,546 0.7
East Coast (PADD 1) 883 899 -16 1,029 -14.1 1,098 -19.5 885 969 -8.7
Midwest (PADD 2) ... 3,506 3,424 82 3,343 4.9 3,208 9.3 3,515 3,312 6.1
Gulf Coast (PADD 3) ... 6,985 7,271 -286 7,244 -3.6 6,703 4.2 7,232 7,518 -3.8
Rocky Mountain (PADD 4) . 563 572 -9 495 13.8 502 12.2 572 510 12.2
West Coast (PADD 5) . 2,369 2,419 -49 2,016 17.5 2,113 121 2,443 2,236 9.3
Gross Inputs ............... 14,584 14,838 -254 14,400 1.3 13,871 5.1 14,922 14,923 0.0
East Coast (PADD 1) 884 900 -15 1,030 -14.1 1,111 -20.4 885 951 -6.9
Midwest (PADD 2) ... 3,518 3,445 73 3,379 4.1 3,219 9.3 3,535 3,352 55
Gulf Coast (PADD 3) ... 7,087 7,343 -256 7,284 2.7 6,783 4.5 7,345 7,680 -4.4
Rocky Mountain (PADD 4) . 565 577 -12 500 12.9 506 11.6 574 513 11.9
West Coast (PADD 5) . 2,531 2,574 -43 2,206 14.7 2,252 124 2,583 2,427 6.5
Operable Capacity' .... 17,736 17,736 0 17,594 0.8 17,681 0.3 17,736 17,594 0.8
East Coast (PADD 1) 1,618 1,618 0 1,397 15.8 - - 1,618 1,397 15.8
Midwest (PADD 2) ... 3,721 3,721 0 3,728 -0.2 - - 3,721 3,728 -0.2
Gulf Coast (PADD 3) ... 8,646 8,646 0 8,626 0.2 - - 8,646 8,626 0.2
Rocky Mountain (PADD 4) . 624 624 0 623 0.2 - - 624 623 0.2
West Coast (PADD 5) . 3,128 3,128 0 3,219 -2.8 - - 3,128 3,219 -2.8
Percent Utilization? .... 82.2 83.7 -1.4 81.8 —-— 78.5 —-— 84.1 84.8 —-—
East Coast (PADD 1) 54.6 55.6 -1.0 73.7 -— - —-= 54.7 68.1 -—
Midwest (PADD 2) ... 94.5 92.6 2.0 90.6 -— - - 95.0 89.9 -—
Gulf Coast (PADD 3) ... 82.0 84.9 -3.0 84.5 —-— - - 85.0 89.0 -=
Rocky Mountain (PADD 4) . 90.5 925 -2.0 80.3 -— - - 921 824 -—
West Coast (PADD 5) 80.9 82.3 -1.4 68.5 - - -—= 82.6 75.4 -
Refiner and Blender Net Production
Finished Motor Gasoline3 ..................cccccocoveu..... 8,539 8,788 -249 8,815 -3.1 8,636 -1.1 8,751 8,832 -0.9
Finished Motor Gasoline (less Adjustment)* 8,511 8,757 -246 8,962 -5.0 8,636 -1.4 8,631 8,820 2.1
East Coast (PADD 1) .... . 2,691 2,682 9 2,772 -29 2,242 20.0 2,628 2,701 -2.7
Midwest (PADD 2) ..... 2,182 2,224 -41 2,229 -2.1 2,166 0.8 2,200 2,169 1.4
Gulf Coast (PADD 3) .. 1,976 2,112 -136 2,208 -10.5 2,536 -22.1 2,113 2,194 -3.7
Rocky Mountain (PADD 4) 253 275 -22 309 -18.4 268 -5.8 269 318 -15.4
West Coast (PADD 5) ... 1,408 1,464 -55 1,444 -2.4 1,424 -1.1 1,421 1,438 -1.2
Reformulated? ... 2,913 2,848 65 2,954 -1.4 2,984 24 2,817 2,868 -1.8
Conventional4 . 5,598 5,910 -312 6,008 -6.8 5,652 -1.0 5,814 5,952 -2.3
Adjustment5 28 31 -3 -147 -— - -— 120 12 -=
Kerosene-Type Jet Fue 1,453 1,420 33 1,356 7.2 1,343 8.2 1,449 1,390 4.3
East Coast (PADD 1) .. 45 53 -8 54 -16.6 79 -42.9 51 62 -16.6
Midwest (PADD 2) .. 259 230 29 228 13.3 257 0.7 239 226 6.0
Gulf Coast (PADD 3) ... 709 684 25 681 4.0 616 15.0 685 675 1.5
Rocky Mountain (PADD 26 25 1 28 -6.2 25 4.6 26 25 6.0
West Coast (PADD 5) ... 414 428 -14 364 13.8 366 13.2 448 403 111
Distillate Fuel Oil ........... 4,385 4,475 -90 4,271 2.6 3,516 247 4,612 4,428 4.2
East Coast (PADD 1) .. 326 324 2 369 -11.8 311 4.7 341 339 0.7
Midwest (PADD 2) .. 954 1,004 -50 938 1.7 892 7.0 1,056 965 9.5
Gulf Coast (PADD 3) ... 2,349 2,368 -19 2,294 2.4 1,753 34.0 2,455 2,457 -0.1
Rocky Mountain (PADD 4) 201 199 2 162 243 154 30.4 201 165 21.6
West Coast (PADD 5) . 555 579 -25 508 9.1 406 36.6 558 502 11.2
15 ppm sulfur and Under . 3,832 3,977 -146 3,688 3.9 2,749 39.4 4,100 3,828 71
> 15 ppm to 500 ppm sulfur 149 182 -33 171 -12.9 292 -49.0 164 221 -25.8
> 500 ppm sulfur .... 404 316 88 413 -2.1 475 -14.9 348 379 -8.2
Residual Fuel Oil . 487 482 5 589 -17.3 662 -26.5 468 525 -10.8
East Coast (PA ) . 49 48 2 55 -10.4 7 -35.8 46 49 -6.7
Midwest (PADD 2) .. 58 58 1 53 9.1 38 53.4 53 46 16.3
Gulf Coast (PADD 3) ... 261 254 7 337 -22.5 419 -37.7 251 305 -17.7
Rocky Mountain (PADD 4) 12 14 -2 9 28.1 4 190.7 12 10 27.9
West Coast (PADD 5) .... 107 109 -2 134 -20.6 124 -14.1 106 116 -8.4
Propane/Propylene® ..... 1,159 1,177 -17 1,053 10.1 990 171 1,188 1,078 10.2
East Coast (PADD 1) .. 59 63 -5 41 43.9 38 54.1 61 43 42.6
Midwest (PADD 2) .. 267 266 0 238 11.8 243 9.7 261 244 71
Gulf Coast (PADD 3) 723 716 7 716 1.0 658 9.9 743 732 1.4
PADDs 4 and 5 111 131 -20 57 93.9 51 117.4 123 59 108.6
Ethanol Plant Production

Fuel Ethanol 934 941 -7 922 1.4 - - 946 907 4.3
East Coast (PADD 1) .. W w W W W W w W w W
Midwest (PADD 2) .. 866 875 -9 873 -0.8 - - 876 861 1.8
Gulf Coast (PADD 3) ... w W w w w w W w w w
Rocky Mountain (PADD 4) w w w w w w w w w w
West Coast (PADD 5) w w w w w w W w w w

= Not Applicable.

~ = Data Not Available.
V¥ = Data Withheld.

2

Based on the latest reported monthly operable capacity.

Calculated as gross inputs divided by the latest reported monthly operable capacity. See Glossary. Percentages are calculated using unrounded numbers.
Finished motor gasoline production and product supplied include a weekly adjustment applied only to the U.S. total to correct for the imbalance created by blending of fuel ethanol

3

and motor gasoline blending components. From 1993 to June 4, 2010, this adjustment was estimated from the latest monthly data and allocated to formulation and PAD District

production data.

4 Excludes adjustments for fuel ethanol and motor gasoline blending components. Historical data prior to June 4, 2010 includes the adjustment allocated by PAD District and

formulation.

5 Adjustment to correct for the imbalance created by the blending of fuel ethanol and motor gasoline blending components. For details see Appendix B.
8 Includes propane/propylene production from natural gas plants.
Notes: Data may not add to total due to independent rounding. Differences and percent changes are calculated using unrounded numbers.

Source: See page 29.
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